Changes Included in L143-00093-00drft 10

2.2.1

Added comma after potentiometers.

4.1.3
Changed “Certification of materials used in the fabrication shall be submitted to LCLS Quality Assurance” to “The contractor shall not change any material unless he has ANL approval on a submitted Supplier Disposition Request (SDR), form ANL-311.”

4.1.7.2
Changed “The mounting area for the support pads has two precision aligned edges with a corner relief  which the pads are to be positioned against” to “The mounting area for the support pads has two precision aligned edges against which the pads are to be positioned”.

4.1.8.4
Separated last sentence into two sentences.

4.1.8
Reformatted the “Bullets and Numbering” format in sections 4.1.8.3 and 4.1.8.4.

4.5

Added punctuation at end of first paragraph.

4.5.2.2.1 e)
For those of you that print out your own copy and find the Greek phi for the diameter symbol comes out as a square (for unknown symbol), it prints fine on my printer.

4.5.3.1
Changed “Care must be taken to ensure proper orientation as defined by the Beam Direction.  The Beam Direction for the two assemblies as shown on the two drawings must be in the same direction” to” Exercise care in setting the girder on the cam actuators to avoid damage to the cam actuators and insure the girder is oriented in the proper direction and properly sitting with the pads on the actuator cams.. Proper orientation is defined by the Beam Direction as shown on the two assembly drawings being in the same direction.”

4.5.3.2
Added “Each of” to first sentence to clarify that all cam movers were to be tested.


Changed “The Laboratory shall provide a test fixture and test controls to test the Cam Actuators” to “The Laboratory shall provide the test fixtures, test controls, and pre-programmed computer to test the Cam Actuators” to clarify we are providing the computer and programming/

4.8
Added last sentence “The test plan shall identify the measurement and test equipment to be used for the inspections and tests.”

