11/15/06
Summary of ShockLog Results-Six Undulators Shipped from Hi-Tech to SLAC

Six new undulator segments were shipped from Metalex to SLAC.  The following serial numbers were included: S/N#04, S/N#06, S/N#08, S/N#10, S/N#12, and S/N#14.  The units were loaded at Metalex on 11/3/06 at around 2:00 PM and arrived at SLAC on11/7/06 and were unloaded at around 8:00 AM and then moved to bldg. 750 during the morning and early afternoon.  The units were equipped with a ShockLog monitor mounted to the top of each undulator segment.  Of the 6 ShockLog monitors used, 3 were supplied by ANL, 2 were supplied by Metalex, and one was supplied by Hi-Tech.

The maximum acceleration experienced by any of the six units did not exceed 4.0 g’s at any point including loading at Metalex, unloading at SLAC, or during transport between the two locations.  The maximum acceleration during the shipment was less than 1.7 g’s.  The truck did not appear to be temperature-controlled; however, the temperature only varied between 22°C and 8°C during transport.  
The following table summarizes the maximum accelerations noted during loading, unloading, and in-transport for all six of the undulator segments.

	Serial Number
	Loading at
Metalex
11/03/06
2:00 PM
	In-Transport


	Unloading at SLAC & Move to Bldg. 750

11/7/06

	5A10359-04
	2.4 g
	1.2 g
	4.0 g

	5A10359-06
	2.5 g
	0.8 g
	3.5 g

	5A10359-08
	1.4 g
	1.1 g
	2.0 g

	5A10359-10
	1.2 g
	1.7 g
	3.4 g

	5A10359-12
	1.6 g
	1.6 g
	2.2 g

	5A10359-14
	1.8 g
	1.4 g
	2.4 g


