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LCLS Extruded Vacuum Chamber Traveler

VENDOR: _ Hi-Tech DATE: __/ Z/ 26 / 07
SERIAL #: _ 39 , PART NAME: LCLS vacuum chamber machined e);trusion
DRAWING #: L1440202-200010 P.O. # 8A-01238

| 1. Receive and visually inspect machined extrusion ‘ ME 1 7// 2 / 07

2. Verify machined extrusion is serialized per section 2.3.3.1 of ESD 1.4-118

ME_12/%/p7

3. Clean chamber per section 2.6 of ESD 1.4-106 bﬁf‘f { Z/Zé/o 7
4. Mount machined extrusion to support structure P@ [ 2/27/57
5. Inspect per section 3.2 of ESD 1.4-118 ' ME /Z/ Z.?/ 67
6. GTAW ﬂanges to chamber per section 2.4 of ESD 1.4-118 ' W / Z/ Zf/ 077
7. Post-weld leak check per section 3.4 of ESD 1.4-118 WE 1 Z/ 29 / 0;?
8. Clean chamber per section 2.6 of ESD 1.4-106 Al ! A
9. Vacuum bakeout chamber per section 3.3 of ESD 1.4-118 _///gjﬁﬁ JEHANELO.
10. Leak check and RGA chamber per sections 3.4 and 3.5 of ESD 1.4-118

//570&’ L.
11. Prepare for shipment per section 2.9 of ESD 1.4-106 /’@ (/ 31 / o8
12. Photograph L f@ /g /53
13. Crate chamber pef section 2.9 of ESD 1.4-106 - ' _ /\@ / 51 / i 4
14. Ship to LCLS / 21 / 255/
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