eHiation Laboratary
Stanford Linosr Accolarator Conter

Issue Date: 12/14/07

__ms

Linac Coherant Light So

INSPECTION / ACCEPTANCE REPORT OF COMPONENTS FOR
o LCLS ASSEMBLIES

VENDOR: ATLAS. . PART NAME:

@)
DATE: [2-18-97

ACCEPTANCE CRITERIA

DRAWING #: 11440202- 200050 01 SERTAL #:

_'IP 0. 4 SA-00803

LCLS Vacuum Chamber Bi-metal flange -~

. I Visually inspect for shipping damage. ,(;gﬁt/ReJect
2. Obtain manufacturers certification data delivered with flange. ml{eject
3. Verify the upstream and downstream flanges fit snugly on the eject
chamber weld locations: o
4. Leak check flange per section 3.4 and 3.5 of ESD 1.4-118 B @E@ﬁ@l{eject '
CRITICAL DIMENSIONS (mm)
' s _ MEASURED
FEATURE TARGET | TOLERANCE VALUE 2
 Slot thickness 7.00 108 7-21 Acceptaoa) ~\
S S : 24,613 ehéeid 24,026 24628 o
~Overall length 2471 - +0/-.10 'Q 4-70 @eject
- 'Fla.fﬂ.essg <= .03 | N/A < = ‘93 @Reject
Angle - | 15° 10.3° o Acceptﬂ(é}(e?:’h
Perpendicularity to ' B - 1B o5 -
A(2X) </=.03 N/A / ,/Accﬁepa(eject
- —
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